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ATTACHMENT E – PRINCIPAL’S PROJECT REQUIREMENTS AND CONDITIONS
In addition to the specifications listed in the request (RFT – 2025 - 02) and the relevant
attachments (Attachments A-F), the following specifications will apply:
A. Detailed Design
(i) Trail design should consider and incorporate inclusive design elements to allow for adaptive bikes, hand cycles and other mobility equipment.
(ii) The detailed design is to be completed and approved by the Superintendent before construction commences.
(iii) The Contractor must include all proposed trail drainage, surfacing and hardening treatments in the detailed design, to manage and minimise the potential for trail erosion, and impacts on the surrounding environment.
(iv) The Contractor must allow (time and costs) for the approved trail alignment to be scrub rolled, in sections as agreed by the Superintendent (Attachment F – ACH Trail ID-1 Map), to allow for Aboriginal monitors to assess the alignment before clearing and construction commences.
B. Alteration of Approved Trail Design During Construction
The Contractor can make minor adjustments to the trail alignment and position of technical trail features during construction according to the following:
(i) The Contractor may shift the trail alignment (centreline) up to five (5) metres from the approved centreline to maintain rider flow.
(ii) The Contractor may shift specified drainage, trail elements and technical trail features up to five (5) metres from the approved position to maintain or improve rider experience and flow.
(iii) The Contractor must advise the Superintendent of any changes undertaken under B) (i) & (ii) above at the time of the change and include any changes in ‘as constructed’ trail plans at the end of construction.
(iv) Any other changes outside the scope of B) (i) & (ii) above, require approval from the Superintendent, prior to construction.


C. Dieback Management
(i) All works are to be undertaken in accordance with an agreed Hygiene Management Plan (HMP), noting and adhering to the clean on entry (COE) requirements as specified at all locations as directed by the Superintendent.
(ii) No imported material is to be used without approval from the Superintendent prior to delivery to site.
(iii) The Contractor must apply basic weed and disease management procedures as
directed by the Superintendent, including but not limited to, ensuring equipment, tools and machinery are kept clean.
(iv) The Contractor must ensure all relevant staff members have undertaken appropriate dieback management training, as directed by the Superintendent. 
D. Fall Zone Treatment
(i) The Contractor is required to identify any potentially dangerous debris (e.g., stumps, fallen timber, sharp rocks, etc.) and undertake appropriate fall zone treatments 2.5 metres either side of the trail centreline to minimise risks of injury to fallen riders, as far as practicable.
E. Trail Construction Materials
(i) All trail and trail features are to be constructed of soil and/or rock. No timber, topsoil or vegetative material is permitted to be used for the finished trail tread, or in trail feature construction fill, e.g., logs, stumps, branches, etc.
(ii) The Contractor may access suitable soils for surfacing required sections of trail from borrow pits along the trail alignment, noting point (iii) below.
(iii) Borrow pit locations are to be identified by the Contractor, and must be approved by the Superintendent, prior to establishment.
(iv) Vegetation and topsoil from borrow pits is to be cleared and stockpiled for rehabilitation of the borrow pit post excavation. Borrow pit sides are to be appropriately battered 1:1 gradient and contoured to the surrounding area, with topsoil and vegetation to be spread and blended in accordance with section F (iv) below.
(v) Borrow pits are to be no closer than 5m to the trail corridor, no larger than 15m2 and no deeper than 1m.
(vi) The Contractor is permitted to collect and use loose surface rock from within the stated trail construction corridor.
(vii)   The Contractor is responsible for transporting all rock for trail construction, with rock sourced from within the specified trail corridor, or imported by the Contractor at their expense.
(viii)   Rock is to Imported match in-situ rock (as far as practicable), and be approved by the Superintendent, prior to delivery to site.
F. Finishing and Blending
(i) All trails are to be free draining with no pooling of water permitted on the finished trail tread.
(ii) The trail tread is to be cleared of all vegetation, with vegetation uprooted or grubbed out (not cut at ground level). All Xanthorrhoea sp. and Zamia sp. are to be excavated and removed from the constructed trail tread.
(iii) All constructed trail is to be mechanically compacted, utilising an appropriate
mechanical compactor, such as a vibrating plate compactor, vibrating drum roller or mechanical rammer, in appropriate soil conditions.
(iv) All bench cut trail is to have a batter of a 1:2 gradient and a 1:3 gradient where fill is used (unless otherwise approved by the Superintendent), with surplus in-situ soil to be used in trail and feature construction or dispersed within the trail corridor and not heaped.
(v) Any disturbed trail construction footprint and construction access points are to be rehabilitated to blend into the surrounding vegetation, through contouring, scarification, and the scattering of leaf litter, logs, branches, and rocks.
G. As Constructed Plans
(i) The Contractor must provide an ‘as constructed’ trail plan for each trail at the end of construction in PDF file format and digitally in kml, gpx or shp file format.
(ii) The Contractor must include all approved changes to the trail alignment, trail
elements, technical trail features and treated fall zones in the ‘as constructed’ trail plans for each trail at the end of construction.
H. Structures
(i) The Contractor must appropriately design any proposed structures and have
Superintendent approval, including materiality and/or to match existing, before
fabrication commences.
(ii) All structures must comply with Australian Standard 1657:2018 Fixed Platforms, Walkways, Stairways and Ladders.
(iii) The Contractor must obtain appropriate structural certification, at their expense, and provide copies to the Superintendent prior to construction.
(iv) All proposed timbers must be FSC certified (no imported rainforest timbers).
(v) All timber shall be minimum stress grade F5, treated to H3 standard where 100mm above ground and H4 otherwise.
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